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JTC-CLAW Vehicle Mount Installation Instructions

On behalf of JTC we would like to take this opportunity to thank you for your purchase of our USA made JTC-CLAW Vehicle Mount for your vehicle fleet. The mount was specifically designed with the end user in mind, period. Being in law enforcement ourselves we know that there is limited space in vehicles. Hence, the vehicle mount was created to maximize the available space in your vehicles. This system allows you to open the trunk, pull one lever, and sling the CLAW on your person in seconds. 

Trunk Lid Mounting:

The vehicle mount can be attached with a wide variety fasteners or by welding it to a steel surface. The vehicle mount should be mounted on a secure surface that will not be compromised by severe impact during a crash. The JTC-CLAW Mount can be attached to most trunk lids but not all vehicles are suited for this application. For a reference on mounting refer to the three attached pictures.
Warning: If installed onto a the trunk lid of your vehicle you’re required to mount the holder as low as possible on the trunk lid. This action is required to prevent the weight from being high on the trunk lid and thus causing potential injury. An example of this would be if the center of gravity is too high or the vehicle is parked on a severe angle. One should check for clearance of the mount when opening and closing the trunk prior to installation. When attaching the mount to the trunk lid, all end users are required to be aware of the possibility of the trunk closing suddenly due to the added weight attached to the trunk lid and that it could cause severe injury to them. 

Open Space Cargo Mounting:

The vehicle mount shall be installed as low as possible to the floor board area if installed in a large open area that also will transport humans. With this application the vehicle mount should be mounted with the steel supports of the mount facing forward in case of a severe head on crash. The vehicle mount should always be installed so that the steel material of the mount supports the majority of the weight of the JTC-CLAW while being hung and or attached to a bulkhead, floor and or other surface. 
Truck Vault Mounting:

JTC contacted the Truck Vault Company in regards to attaching the vehicle mount to the top of the vault. JTC was advised that the vehicle mount can easily be mounted to the Truck Vault without voiding the warranty of the product. The company insists that steel insert sleeves are used in each bolt hole drilled for the installation application. These inserts can be purchased from the Truck Vault Company. Jersey Tactical Corp. insist that all applications to the Truck Vault or similar products are done under the instruction and supervision of these companies who product you intend to mount the CLAW to. All installation questions should be directed to the Truck Vault sales staff or by visiting www.truckvault.com 
Warnings:

· Do not attach in close proximity to fuel sources or electrical sources.

· All installations must be completed by a certified service mechanic for the agency and or military. 

· Avoid drilling and using self taping screws in blind enclosed areas where you are unsure of what is beneath the surface you are drilling into.    

· Any and all vehicle mounts can be secured via welding, the use of case hardened bolts, washers and nylon locking nuts, or commercial grade screws and or bolts. 

· Consult the manufacturer of your vehicle on any and all questions you have about attaching the vehicle mount to your vehicle. 

· Jersey Tactical Corp. insists that all installers consider how the mount will react during a severe collision and mass transfer of energy. For this reason Jersey Tactical Corp. advises the mounting system should be secured in an area absent of humans during transportation.
· Jersey Tactical Corp. is not responsible for any injury or damage caused by improper installation or use of the vehicle mount.

· Jersey Tactical Corp is not responsible for any injury or damage caused by the unforeseen closure of the trunk when the mount is attached to the trunk.
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