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The JTC Claw Instruction Manual

THE JTC CLAW

IS A HYBRID FORCIBLE ENTRY TOOL THAT

ALL MEMBERS OF YOUR TEAM OR DEPARTMENT CAN EFFECTIVELY USE

Warning: All operators using The Claw must read and understand the operating instructions for The Claw. All operators must wear protective safety equipment such as eye wear and gloves when using The Claw for training or operations. The operator must never purposely strike or attempt to remove or contact any electrical source with The Claw. Failure to comply with this warning as well as the enclosed instructions could result in death and or serious bodily injury and or disfigurement. 

The Claw DVD: A promotional how to DVD featuring The Claw in action is available and can be used in conjunction with this set of instructions for clarification of any of the described instructions listed below on the following three pages.
Basic Prying: To a pry a door or sealed item, set The Claw into the seam of what is to be pried open. This can be accomplished by using another Claw or another weighted object to strike the strike surface of The Claw thus providing energy to set the teeth of the Claw into the Door Jamb, opening etc. 
Warning a failed breach can occur during any prying action do to the operator not setting the teeth of the claw into seam of the doorway or object prying but instead on an angle where the teeth are striking an object such as the door or jamb.

Ramming: The Claw can be used to ram light to moderate doors. The End user should place both hands onto the handle and perform a ramming motion forward. The Claw can be rotated so the teeth are facing up in order to compensate for the height differential ramming motion. 
Warning the operator is not to place their hand or hands at the rear, (butt), of the handle when performing ramming. The operator must ensure that the teeth of the  Claw do not strike the operator’s lower body/legs as well as the door jamb.  Failure to comply may result in a severe injury to the operator and or a failed breach.

Baseball Strike: Swing The Claw’s teeth into the wooden door jamb in the area of the lock set and pry towards the door causing the door jamb to splinter or split and open the door. 
Warning this action may result in flying debris and may require multiple strikes to complete the task. 

Inward Opening Door Prying: Set the teeth of the Claw (teeth facing into the door jamb) into the seam of the door between the door jamb and the door itself. The set should be between the two lock sets. Once The Claw is set the operator will then use hands as well as their body weight and leverage to pry inward. This can also be done effectively on steel or commercial wooden doors where there is a steel door stop that extends in front of the door covering over the seam of the doorway. The operator may have to work the seam up and down to defeat multiple locks. 

CQB Pry: The Claw is set into the door seam, but under certain circumstances the operator is unable to pry outward do to an object or a wall preventing such movement. The Operator will then use their body weight and rotate the handle down ward towards the ground deforming the door and jamb in order to eventually pry the door open. The operator may have to perform the above described procedure multiple times and may have to work the seam of the door up and down with different sets.

Sledge Hammer motion: The Claw can be used as a sledge hammer by rotating the Claw so that the strike plate (top flat area of The Claw) is facing the object that is being struck as the operator swings The Claw towards the target. 
Warning the Sledge hammer action may result in the transfer of kinetic energy if the intended target is missed and the handle strikes a hard object first or the end user is attempting to strike an immovable object (I.e. A Bridge abutment etc). 

Lock Braking:  The Claw is designed to use the center spike to defeat locks by placing the spike into the lock and then striking the rear of The Claw with another heavy object. The side teeth can be used to accomplish the same task as the center spike on larger openings. In some instances the operator may have to place the extra links of chain into the opening in the lock shackle to take up slack and provide added transfer of energy to the lock shackle in order to defeat it. 
Warning the operator should have their feet spread wide apart to prevent being struck by debris and or a Claw when it defeats said lock and or object, failure to due so can result in serious injury. The operator’s should also be prepared to release The Claw that is being struck during the completion of the lock braking action if The Claw begins to rotate against ones grasp. Doing so will prevent injury to the operator. 
Hasp Braking: The Claw is designed to pry a hasp from the wall and door instead of breaking the lock. This can be accomplished by attacking from the underneath or above and applying added body weight and pressure, 

Warning on all Lock and Hasp breaking the operator must keep their feet spread wide apart in order to prevent injury from the downward blow of Claw as it is struck and or pressured into defeating an object. 

Windshield/Window Punch/Cutter: The teeth of The Claw are designed to defeat the rear and side windows of a vehicle with ease by simply striking the upper corner of the selected window and striking downward with the outside corner of one of the large teeth. The Claw is designed to be used as a punch to perforate the outer edges of a safety windshield and or commercial grade hurricane windows. The Operator will strike along the trim of the window repeatedly one after the other until the desired amount of removable area is perforated. The operator will then ram the glass inward or insert the teeth of the Claw into the edge and pull downward exposing the area. 

Commercial Windows: The Claw was designed to defeat these windows by attacking the weather stripping and metal tracks that hold the hurricane/weather resistant windows in place. The operator will set The Claw into the corner of the tracks and remove all of the tracks one by one with a prying action. The operator will then be able to ram, pry, or rake out the entire piece of glass. 
Warning this operation will cause debris and glass fragments to become air born. All victims are to be instructed to look away and are to be covered in a rescue blank and or other protective material prior to performing the described actions listed above. All operators are subject to injury by falling glass when executing such actions.

Tire Pop: The Claw will be swing like a sledge hammer with the teeth facing the sidewalls of the tire. The operator will aim for the area of the sidewall next to the rim (bead) with out striking the rim. The operator will rotate the head so that the corner of the outside teeth strike the sidewall of the tire causing a puncture to the tire and deflating it in order to prevent the vehicle from rolling at the scene. Multiple punctures will deflate the tire quickly.
Axe Swing: The teeth of The Claw can be used to split and chop wood under any set of circumstances. The rear V Shape Neck will allow the Claw to cut through a window or wood cross member without bottoming out. 

Pick Axe E-Tool: Much like an E-Tool The Claw will allow the operator to complete this task with more efficiency then the E-Tool. The Jersey Claw will allow the operator to cut through clay, debris, roots and other hard to dig items while still providing a versatile tool for the operator in the field. 

Sounding: The Claw is designed to be placed in the downward position and stomped up and down on a roof top or other areas for sounding (weak spots) due to a fire or other reasons. 

Raking: The Claw is designed to be used as a rake to remove dry wall, plaster walls, windows and other material. The Claw is swung teeth first into the object and the operator’s body weight and strength apply pressure in downward motion to rake the object from the area. 
Warning this action will result in falling debris. The operator should not perform this task or any other task described in this manual blindly and with out knowing what is behind and beyond the intended striking target of The Claw. 

In the event of a fire, active shooting or other emergencies the operator using the Jersey Claw assumes all risks associated with such emergencies and the Jersey Tactical Corp is not responsible for the operators actions and or death or injuries as a result of such emergencies. Jersey Tactical Corp is not responsible for any injuries sustained by the end user of The Claw. All parties use The Claw at their own risk






